TORSION TRIP-EDGE SPECIFICATIONS

MODEL LENGTH HEIGHT VERTICAL SEMI BOTTOM CUTTING MOLDBOARD
OVERALL w/6™ C.E. RIBS CIRCLE ANGLE EDGE THICKNESS

TIPY10PA4S5 A2 % I K U2 4 x4 x 58 58 x6 38 POLYMER

TIPY 11E A4S 1 44" 10 A2 R I w2 4T x4 x BB BB kg I8 POLYMER

" STANDARD FEATURES

+ Cne piece palymer shaet » One piece AASHD culting edge
» Maldboard extends over cutting edge « 347 Wire torsion springs
« Two 3" double acting reverse cylinders « Springs clamped and adjustable
» 57" Push table has four pin connection < "A" frame triangular weldment
ertical ribs 3@ top, 41727 @ bottom + Dscillating captured swivel bar
+ Top angle reinforcement + 30-1/2" pin centar swivel bar
OPTIONAL ACCESSORIES
= Adjustable caster assemblies + Cushion Valve Serviced and Sold by:
- Adjustable runner assemblies « Chuick link swivel bar
= Adjustable Pneumatic tires « Rubher cutting edgs
= Cufting edge shoes » Carbide cutting edge
» Curb guards = Tapered rubber deflector
Manufactured by Flink Company Fhanes 815/573-4321
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